
 

 

Mounting Method: Surface mount with mechanical fasteners through six countersunk holes
Compatible Substrates: Concrete, steel, wood or engineered structural materials 
Included Hardware: Mount sold without fasteners. Recommended: #14 flathead structural screws or
anchors rated for substrate. 
Reference Documents: Installation Manual, Warranty, Engineering reports & certifications, installation
video and CAD files available upon request.  

TESTING & CERTIFICATIONS

 

STYLE AND DESIGN
304 stainless steel (316 upon
request)
Finish: Scarified for optimal adhesion
of waterproofing membrane

*Minimum Tensile Strength 85 KSI (586
MPa)-Refer to ESR 4771
Minimum Yield Strength 30 KSI (205 MPa)-
Refer to ESR 4771*

INSTALLATIONS & APPLICATIONS

APPLICATION
 

The NB1D.375 is a precision-engineered universal attachment mount
crafted from 304 stainless steel, designed to deliver a completely
waterproof, high-strength fastening solution across wood, steel, and
concrete substrates. It significantly enhances load-bearing capacity,
permanently eliminates water intrusion, and establishes a robust,
modular attachment point for glass railings, façade brackets, and
critical architectural components.

• ICC-ESR 4771 Evaluated

 NB1D.375- Mount

FEATURE SPECIFICATION NOTES

overall plate size

plate thickness

fastening hole 
diameter (x6)

internal threaded port

internal threaded
 port depth

external port 
overall diameter

external port length

5” x 5” 

.375”

.50”-.3125”

¾”-10

1.25”

1.25”

1.25” 

#14 countersink 
flatheads

UNC thread

total thread depth

outer diameter of port

length of external port

TECHNICAL DATA SHEET & ALLOWABLE DESIGN VALUES

Patent No. 10,501,939

info@nillbuildingsolutions.com
nillbuildingsolutions.com

With Chamfered Edges
 .25”-0.125”

https://nillbuildingsolutions.com/wp-content/uploads/2025/08/10-products-esr-4771.pdf
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All Nill Building Solutions products are subject to our Terms of Use,
Warranty & Liability Waiver
Our products are protected by U.S Patent Numbers 10,501,939,
11,473,306, 11,591,799, 11,828,066, 11,927,016, & 12,104,344 and/or
other U.S. and Foreign patents pending.

 

Performance Specifications Based On ICC Evaluated -ESR 4771
 Including: City Of L.A. Supplement-California Supplement-Florida Supplement With HVHZ:

ESR-4771 - NILL BUILDING SOLUTIONS (CLICK ME)

Product: NB1D.375-Mount
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